DRUID V2 //
SHOCK SET UP - FLOAT X



FOX FLOAT X PERFORMANCE ELITE SHOCK

STEP1

Turn the 2-position Compression lever to
the fully OPEN mode (counter-clockwise).

To set the sag, push the shock o-ring all the
way to the shock body and carefully sit on
the bike wearing your riding kit and measure
how far it has moved.

For the Druid V2, we recommend 32-35%
sag (or 16-17.5mm of shaft insertion).
*Please reference the chart on page 2 for
your recommended [air pressure] starting
pointin PSI.

As you fine tune the way your Druid feels on
the trail, we’d recommend making small and
incremental adjustments of 2 PSI.

Turn the Rebound adjuster [red] and the
Compression adjuster [blue] all the way to
the closed position (full clockwise).

The recommended settings, as shown on
page 2, are clicks counted from closed;

use this chart to determine your baseline
settings. The Float X has numbers on the
dials. They refer to how many clicks you are
from closed.

o1



FOX FLOAT X PERFORMANCE ELITE SHOCK

RIDER WEIGHT AIR PRESSURE
PSI

- Tune: CLPRMALOO1LMB3
- The Float X comes with a 0.3 volume reducer in the air canister.
- For more information on the Fox Float X shock.
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https://www.ridefox.com/fox17/help.php?m=bike&id=1147

