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DESCRIPTION 
OKO’s Magic Milk Tubeless-Pro Hi-Fibre Bicycle Tyre Sealant assists a tubeless-ready tyre to bond 
to a rim strip fitted inside the rim of a bicycle wheel.  
 
It also coats the inside of the bicycle tyre, making it ready to seal punctures instantly with a 
negligible loss of air pressure, and it assists with filling the miniature holes that are present in the 
sidewalls of many tubeless-ready tyres. 
 
The tyre sealant remains inside the tyre, so it is able to seal multiple punctures allowing the tyres 
to remain fully operational for longer. This synthetic latex-based ‘milk’ sealant will dry out and 
require topping up to create a new active layer of sealant: 3-9 months, depending on local 
temperatures. 
 

RECOMMENDED FOR 
Road race tyres: handles high pressures. Downhill low pressure tyres. MTB/XCO tyres. 
 

NOT RECOMMENDED FOR 
Not designed for use in tyres with inner tubes: for these the Magic Milk Innertube products are 
capable of sealing bigger puncture holes and will last for the life of the tyre. 
 

FEATURES & BENEFITS 
    
 Features Benefits  
 • Seals holes in the tyre tread area 

caused by puncturing objects up to 
8mm in diameter; 
 

• For use in tubeless tyres – cures to 
bond rubber and counter porosity; 
 

• Environmentally safe, non hazardous; 
 

• Contains a rust inhibitor for anti-
corrosion purposes; 
 

• Does not ball up like others that are 
made of natural latex; dries in an even 
layer, can be topped up without 
stripping the tyre from the rim; 

• Deals with higher pressures than 
other brands for road use; 
 

• Allows riders to go tubeless; 
 

• Eliminates the inconvenience of time 
loss during competition; 
 

• Prevents flat tyres, extends useful life 
of a tyre; 
 

• Allergy-free, no ammonia, safe for 
tyres and rims; 
 

• OKO Magic Milk Tubeless-Pro Hi-
Fibre is used and recommended by 
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• Based on synthetic latex and advanced 

fibers and powders. 

MTB and road teams as being the 
best there is. 

    
DIRECTIONS FOR USE 

Application through a Schrader or Presta valve using the OKO Cap (250ml, 500ml and 1 Litre 
sizes) 
 

1. Shake Bottle Thoroughly 
Always shake the bottle vigorously before use to ensure the Magic Milk Tubeless-Pro Hi-
Fibre formula is fully mixed and ready for effective sealing. 

2. Unlock the Cap and Access Tools 
o Simultaneously press both tamper-evident buttons to release the cap from its 

locked position. 
o Twist the built-in valve core remover (VCR) clockwise to detach it from the cap. 
o Pull out the flexible applicator straw from the neck of the bottle and remove the 

VCR tool. 
3. Remove the Valve Core 

o For Presta valves (with removable cores): 
Use the top side of the VCR tool to unscrew and remove the valve core. 

o For Schrader valves: 
Use the underside metal insert of the VCR to remove the core. 

4. Attach the Applicator Straw to the Valve 
Push the flexible straw snugly into the open valve stem (either Presta or Schrader), 
ensuring a tight fit to avoid leaks. 

5. Dispense the Sealant 
Squeeze the bottle to inject the required volume of Magic Milk directly into the tyre via 
the valve. Use the “Recommended Quantities per Tyre” included further down in this 
section. 

6. Reinstall Valve Core 
Use the appropriate end of the VCR tool to screw the core back into the valve securely. 

7. Inflate & Activate Sealant 
Inflate the tyre to the manufacturer’s recommended pressure using a track pump or 
compressor. Spin the wheel rapidly, then shake side-to-side to help the sealant spread 
and seal the bead/rim interface. 

 
Alternative Application: Direct to Tyre Well 
Instead of valve application, users may: 

• Mount one tyre bead to the rim. 
• Pour in the correct amount of sealant directly into the tyre well. 
• Fit the second bead to seal the tyre fully. 
• Inflate, spin, and shake the tyre as above to activate the sealant. 

 
Note for 65 ml bottles (two-piece pointy cap) 
For the 65ml size, remove the cap from the bottle and cut or remove the seal. Replace the cap, 
then unscrew its top section. Remove the valve core from the valve (requires a valve core remover 
– not supplied). Fit the nozzle of the cap to the valve and squeeze the sealant into the tyre. 
Reinstall the valve core and follow steps 6 & 7 above (“Reinstall Valve Core” and “Inflate & 
Activate Sealant”). Use the same quantity per tyre as listed in the table above. 
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Recommended Quantities per Tyre (Tubeless Systems) 

o Road: 30–50 ml 
o 26" MTB: 60–80 ml 
o 27.5" MTB: 80–100 ml 
o 29" MTB: 100–120 ml 
o Downhill: 100–140 ml 

 
Notes:   

• For Schrader and removable-core Presta valves only; not suitable for fixed-core Presta 
valves. 

• Magic Milk bottles feature approximate dosage measurements on the labels.  If you 
require precise dosage, we recommend using the OKO tyre sealant injector.  

• When fitting tubeless-ready tyres to standard rims, it is essential to use a properly-sized 
rim tape to cover the spoke holes and ensure strong contact between the tyre beads and 
the rim. 

• Small air gaps are common in this setup, and achieving a reliable seal between the tyre 
and rim strip may require multiple inflation attempts. (Note: Certain tyre and rim 
combinations may be incompatible.) 

• Use a powerful air compressor to forcefully ‘pop’ the tyre beads into place on the rim. 
• After inflation, spin the wheel rapidly and shake it side to side to help the sealant migrate 

to the sidewalls, sealing any micro-perforations and ensuring a secure bead-to-rim bond. 
 

STORAGE AND DISPOSAL 
Store in a cool, dry place away from direct sunlight.  Keep closures on containers when not in use. 
Dispose of in compliance with all local and national regulations.  Contact a licensed waste disposal 
company.   
Refer to the Safety Data Sheet (SDS) for further information. 
 

LABEL PRECAUTIONS 
Avoid contact with eyes. 
Do not drink.  
Keep out of children’s reach. 
Refer to the Safety Data Sheet (SDS) for further information 
 

AVAILABLE IN 
This product is available in the following sizes: 65ml; 250ml; 500ml; 1 Litre; 5 Litres. 
 

TECHNICAL DATA 
COLOUR:   WHITE (turns blue inside the tyre) 
APPEARANCE:   FREE-FLOWING MILKY LIQUID 
ODOUR:   FAINT AROMATIC (No ammonia smell) 
Viscosity:                 600-750 cps at 15-20 c 
PH:    7-8 
FREEZING POINT:  -16 oC TO -20 oC  
 
 


